TECHNICAL CHARACTERISTICS.CARATTERISTICHE TECNICHE.CARACTERISTICAS TECNICAS

MEASUREMENTS AND SURFACES APPEARANCE STANDARD TEST METHOD

STANDARD PRESCRIBED VALUES
DIMENSIONI E ASPETTO SUPERFICIALE METODO DELLA NORMA

: VALORE PRESCRITTO LOOKBACK collection
MEDIDAS Y ASPECTO SUPERFICIAL METODO DE ENSAYO

VALORES STANDARD NORMA
Qi Length and width.

ISO 10545-2 + 0,6% max. + 0,2%
90° Orthogonality. o o
b:. ISO 10545-2 + 0,5% max. + 02%
b: Straightness of sides. ISO 10545-2 + 0,5% max. + 02%
E| Surfaces flatness. ISO 10545-2 + 0,5% max. + 0,2%
PHYSICAL PROPERTIES
PROPIETA FISICHE
PROPIEDADES FiSICA
A, Water absorption. ISO 10545-3 < 05% <0,1%
; ; thickness <75 mm
Breaking strength, in N. ISO 10545-4 >700 N >1400 N
Modulus of rupture 2 2
ISO 105454 > 35 N/mm >40 N/mm
. No surface defects should be visible
Resistance to thermal shock. ISO 10545-9 Resistant.
Frost resistance. No surface defects or cracks should be visible Frost Resistant
rost resistance SO 10545-12
Coefficient of friction. DIN 51130 R10
R UNE-ENV 12633 - Clase 2
DCOF - ANSIA 137.1 >0.42
Colour resistance to light. DIN 51094 There should be no colour variations No alterations in colour and shine

CHEMICAL PROPERTIES
PROPIETA CHIMICHE
PROPIEDADES QUIMICAS

i i Resistance to household cleaning products "
Chemical resistance. ISO 10545-13 and swimmingpools sals Min.UB

@ Resistance to staining.

ISO 10545-14 Declared Value s

* The Land values are the average of different production consignments. For further detail information, please check with our commercial network.

For projects check technical information with our cmmercial networks. /

** For projects check technical information with our commercial network

26 TECH BODY MONOCALIBER MECHANICAL RESISTANCE MICROSEALED RESISTANT TO FROST
TUTTO MASSA.TODO MASA MONOCALIBRO.MONOCALIBRE RESISTENZA MECCANICARESISTENCIA MECANICA MICROSIGILLATURAMICROSELLADO INGELIVORESISTENTE A LAS HELADAS



